
 

 

ATA Plus cases are designed and manufactured to exceed ATA-300 Category 1 specifications. A variety of materi-

als are available including aluminum-skinned plywood, honeycomb plastic, and aluminum-skinned ABS. All extru-

sion joints are tongue and groove style and are reinforced with MIL-SPEC rivets. Custom sizes and configurations 

are available with no tooling costs. 

ATA Plus 
Heavy Duty ATA Construction 

Specifications: 

• ATA Plus Materials: 

• Honeycomb plastic, aluminum-skinned plywood, and aluminum 
skinned ABS. 

• Aluminum Frame Material: 

• Tongue and groove aluminum extrusion. 

• Standard steel corners. 

 

Common Customizations: 

• Handles: Spring-loaded Zinc or Stainless w/ Recessed Option. 

• Latches/Clamps: Butterfly or adjustable-tension, Zinc or Stainless. 

• Locking: Hasp and Staple. 

• Extrusion: Regular Tongue and Groove Frame. 

• Interior: Custom Trays, Foam Inserts, Panels, Shelves.  

• Color: MIL-SPEC Paint or Mill Finish. 

• Casters: Recessed or Removable. 

• Feet: Bumpers and Stacking feet. 

• Lid Stays: Standard, Lanyards, or Gas Spring. 
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