
 

 

Laminated construction provides a wide variety of strength and impact resistance. Laminates may include alumi-

num or plastic skins with cores of foam, high impact ABS, plywood, or basswood. Veteran series cases can be 

manufactured using heavy duty extrusions to meet the most destructive military testing. All configurations and sizes 

are available without tooling costs. 

Veteran Series  
Laminated Construction 

Specifications: 

• Laminate Options: 

• Skins of Aluminum, Plastic, or Fiberglass. 

• Cores of Foam, High Impact ABS, Plywood, or Basswood. 

• Aluminum Frame Material: 

• Tongue and groove welded aluminum extrusion. 

• Iridite process for protective coating. 

 

Common Customizations: 

• Handles: Spring-loaded Zinc or Stainless w/ Recessed Option. 

• Latches/Clamps: Butterfly or adjustable-tension, Zinc or Stainless. 

• Locking: Hasp and Staple. 

• Pressure Relief Valve: Automatic or Manual w/ Recessed Option. 

• Humidity Indicator. 

• Extrusion: Regular or Flange Tongue and Groove Frame. 

• Interior: Custom Trays, Foam Inserts, Panels, Shelves.  

• Color: MIL-SPEC Paint or Anodized. 

• Casters: Recessed or Removable. 

• Feet: Bumpers, Stacking feet, and/or Steel Corners. 

• Racks & Isolation: Rubber or Steel Isolators, Fixed or Removable Racks. 

• Lid Stays: Standard, Lanyards, or Gas Spring. 
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